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— 5" CONCRETE WALK
(THICKEN TO 6"
e— EXIST. . EXIST. THRU RESIDENTIAL DRIVEWAYS)
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CURB AND GUTTER TERMINATION & OUTTER & CUTTER COMPACTED ACCRECATE BATE SOWRSE |
PAID FOR AS TYPE B-6.12 C&G SUBGRADE -4 )

NO SCALE CROSSWALK DETAIL

NOTE:
PROVIDE FIBER 3/4" EXPANSION JOINTS WHERE NEW SIDEWALK MEETS
EXISTING AND @ 50° O.C. MAX. AND PROVIDE CONTROL JOINTS @ 5* O.C.

P.C.C. SIDEWALK 5", P.C.C. SIDEWALK 6", AND P.C.C. SIDEWALK &

ENCASE NON CORRODABLE WIRE
N RINF. RUBBER GARDEN HOSE
@ PTS. OF CONTACT

WRAP TREE WITH APPROVED
TREE WRAP IF PLANTED IN FALL

|
#10 ZINC COATED WIRE 3 EA,
TREE, USE GALVANIZED

| CONSTRUCT ONLY IF PROPOSED SIDEWALK IS
| WaTCH BaSTING REQUIRED, MATCH EXISTING PAVEMENT
A | DRIVEWAY WIDTH | A MATERIAL: TURNBUCKLES IF REQUIRED
l \ ) t
74—
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ROW LINE 2 M A MULCH
/— . er—— WATERING SAUCER

TOPSOH. MiIX TO BE 100%
NATIVE, FREE OF STONES,

12 MIN. AT EXISTING OR PROPOSED SIDEWALK ——LUMPS OF CLAY GREATER
IF_ PROPOSED SIDEWALK IS REQUIRED THAN 2" AND ALL OTHER
FACE OF WALK SEE SIDEWALK DETAIL THIS SHEET EXTRANEOUS MATERIAL
UNLESS OTHERWISE NOTED
TOP OF BALL AT GRADE
REMOVE WIRE BASKET, PULL
B A A BURLAP FROM TOP 1/Z,
= AND SLIT BOTTOM 1/2. BURLAP
B3 TO BE ROTTABLE
1. IF THE EXISTING DRIVEWAY IS BITUMINOUS
CONCRETE, OR PCC, CONSTRUCT MATERIALS ,
SHOWN IN SECTION A-A. / \DECIDUOUS TREE
./ NOT TO SCALE
2. IF THE EXISTING DRIVEWAY IS GRAVEL BACK OF CURB
PLACE AGGREGATE SURFACE COURSE,
TYPE B BEHIND THE PROPOSED SIDEWALK.
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. REPLACEABLE 10080502
PCC DRIVEWAY PAVEMENT, 6 FILTER BAG LK

SUPERPAVE, MIX. "C", N50 SUPERPAVE, MIX. "C", N50

BITUMINOUS CONCRETE SURFACE COURSE - 3 ——\ BITUMINOUS CONCRETE SURFACE COURSE — 4" —\
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GENERAL NOTES:

FRAME: TOP RING CONSTRUCTED FROM 1 1/4" x 1 1/4" x 1/8" ANGLE.
BASE RING CONSTRUCTED OF 1 1/2" x 1/2" 'x 1/8" CHANNEL. HANDLES
& SUSPENSION BRACKETS CONSTRUCTED FROM 1/4" x 1 1/4" FiAT.

AGGREGATE BASE COURSE/
TYP

E B — 8 (INCIDENTAL)

\AGGREGATE BASE COURSE

TYPE B — 4 (INCIDENTAL)

AGGREGATE BASE COURSE/

TYPE B — 8" (INCIDENTAL)

ALL STEEL CONFORMING TO ASTM-A36.

REPLACEABLE BAG: CONSTRUCTED FROM 4 0Z./SQ. YD. NON-WOVEN
POLYPROPYLENE GEOTEXTILE REINFORCED WITH POLYESTER MESH.

SECTION A~A SECTION A-A SECTION A-A __SECTION CONNECTED TO BASE RING WITH STAINLESS STEEL STRAP & LOCK.
RESIDENTIAL DRIVEWAY APPROACH COMMERCIAL DRIVEWAY APPROACH INLET PROTECTION INLET FILTER
NO SCALE
DRIVEWAY APPROACH DETAILS
NG SCALE
(SEE DRIVEWAY SCHEDULE FOR PROPOSED APRON PAVEMENT TYPE TO BE USED)
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